> Serial Expansion and Extension Solutions

CP-134U/U-I

4-port RS-422/485 Universal PCI serial boards with optional 2 KV

isolation

CP-134U
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> Over 700 Khps data throughput for top performance

> 921.6 Kbps maximum baudrate for super fast data transmission

> ADDC® provides automatic data direction control for RS-485
signals

> 128-byte FIFO and on-chip H/W, S/W flow control

> Compatible with 3.3/5V PCI and PCI-X

> Drivers provided for Windows (2000, XP/2003/Vista/2008 x86/
x64, 9X/ME/NT), Windows CE 5.0/6.0, Windows XP Embedded,
DOS, Linux 2.4, Linux 2.6 (x86/x64), FreeBSD 4/5, QNX 6, SCO
OpenServer 5/6, UnixWare 7

> 15 KV ESD protection on the board

> Added honus! Ports 1 and 2 support RS-232 and RS-422/485

> Wide temperature model available for -40 to 85°C environments
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The CP-134U and CP-134U-I 4-port universal PCI boards are designed
for industrial automation applications that require a long distance,
multi-point, PC-based data acquisition solution.

On-chip Automatic Data Direction Control for precision
RS-485 communication

RS-485 communication requires precise timing control to enable and
disable the line driver. The Moxa Turbo Serial Engine™ chip that powers
the CP-134U board comes with on-chip ADDC®, which makes RS-485
as easy to use as RS-232.

RS-485 multidrop for up to 31 devices within 1.2 km
The CP-134U universal PCI board has 4 RS-422/485 serial ports, each
of which can achieve data rates up to 921.6 Kbps. In RS-485 mode,
the board can connect up to 31 daisy-chained RS-485 devices within
a range of 1.2 km. For long distance RS-485 communication, choose
the CP-134U-I, which comes with 2 KV optical isolation protection to
prevent equipment damage.

< Drivers Provided for Windows, Linux, and Unix

Moxa continues to support a wide variety of operating systems,
and the CP-134U and CP-134U-1 boards are no exception. Reliable

. Specifications

Windows COM and Linux/Unix TTY drivers are provided for all Moxa
boards, and other operating systems, such as WEPQS, are also
supported for embedded integration.

Hardware

Comm. Controller: MU860 (16C550C compatible)

Bus: 32-bit Universal PCI

Connector: DB44 female

Serial Interface

Number of Ports: 4

Serial Standards: 2 x RS-232/422/485, 2 x RS-422/485
Max. No. of Boards per PC: 4

Serial Line Protection

ESD Protection: 15 KV on the board

Optical Isolation: 2 KV (CP-134U-I configured for RS-422/485 only)
Performance

Baudrate: 50 bps to 921.6 Kbps

Serial Communication Parameters

Data Bits: 5, 6, 7, 8

Stop Bits: 1, 1.5, 2

Parity: None, Even, Odd, Space, Mark

Flow Control: RTS/CTS, XON/XOFF

1/0 Address: Assigned by BIOS

IRQ: Assigned by BIOS

Serial Signals

RS-232: TxD, RxD, RTS, CTS, DTR, DSR, DCD, GND
RS-422: TxD+(B), TxD-(A), RxD+(B), RxD-(A), GND
RS-485-4w: TxD+(B), TxD-(A), RxD+(B), RxD-(A), GND
RS-485-2w: Data+(B), Data-(A), GND

Driver Support

Operating Systems: Windows (2000, XP/2003/Vista/2008 x86/x64,
9X/ME/NT), Windows CE 5.0/6.0, Windows XP Embedded, DOS, Linux
2.4, Linux 2.6 (x86/x64), FreeBSD 4/5, QNX 6, SCO OpenServer 5/6,
UnixWare 7

Physical Characteristics
Dimensions:

CP-134U: 82.5 x 120 mm (3.24 x 4.72 in)
CP-134U-1: 115 x 120 mm (4.52 x 4.72 in)

Environmental Limits

Operating Temperature:
Standard Models: 0 to 55°C (32 to 131°F)
Wide Temp. Models: -40 to 85°C (-40 to 185°F)
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Operating Humidity: 5 to 95% RH Power Requirements
Storage Temperature: -20 to 85°C (-4 to 185°F) Power Consumption:
Regulatory Approvals CP-134U: 180 mA @ +5V
FCC: Part 15 Class B CP-134U-1: 850 mA @ +5 V
EMS: EN55022, EN55024, EN61000-3-2, EN61000-3-3, IEC Warranty
61000-4-2, IEC 61000-4-3, IEC 61000-4-4, IEC 61000-4-5, IEC Warranty Period: 5 years
61000-4-6, IEC 61000-4-8, IEC 61000-4-11 (DIPS) Details: See www.moxa.com/warranty
Dimensions
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s Ordering Information
Available Models Package Checklist
CP-134U: 4-port RS-422/485 Universal PGl serial board, 0 to 55°C operating temperature o CP-134U or CP-134U-I
CP-134U-DBIAM: 4-port RS-422/485 Universal PGl serial board, 0 to 55°C operating temperature (includes DB9 male board
cable) * DB9 or DB25 cable
CP-134U-DB25M: 4-port RS-422/485 Universal PCI serial board, 0 to 55°C operating temperature (includes DB25 included
male cable) . Dopument anq Softw_are CD
CP-134U-1: 4-port RS-422/485 Universal PCI serial board with optical isolation, 0 to 55°C operating temperature : Elpurzfllgelg)stallanon Guide
CP-134U-I-DBIM: 4-port RS-422/485 Universal PCI serial board with optical isolation, 0 to 55°C operating « Warranty Card
temperature (includes DB9 male cable)
CP-134U-1-DB25M: 4-port RS-422/485 Universal PCI serial board with optical isolation, 0 to 55°C operating
temperature (includes DB25 male cable)
CP-134U-T: 4-port RS-422/485 Universal PCI serial board, -40 to 85°C operating temperature
CP-134U-1-T: 4-port RS-422/485 Universal PCI serial board with optical isolation, -40 to 85°C operating temperature
Connection Options (can be purchased separately)
CBL-M44M9x4-50 'PIN [ RS-232 | RS-422 |  Rs-485-4w | Rs-4a5-2w [REEELIRE
DB44 male to DB9 male x 4 1 DCD TxD-(A) TxD-(A) - ! H
(50 cm cable) 2 RD  TXD#(B) TxD+(B) —
3 TxD RXD+(B) RXD+(B) Data+(B) m
4 DR RXD-(A) RXD-(A) Data-(A) —
B GND GND GND GND 6 9
6  DSR
7 RTS
8  CTS
9 [ o [ o
CBL-M44M25x4-50 PIN [ RS-232 | Rs422 | Rs4so-4w | Rs-asoow [NENEELELLCE
DB44 male to DB25 male x 4 2 ™D RxD+(B) RxD+(B) Data+(B)
(50 cm cable) 3 RD  TxD#(B) TXD+(B) ! 8
4  RTS
6 DSR
7 GND GND GND GND " -
8 DCD TXD-(A) TXD-(A)
20 DTR RxD-(A) RxD-(A) Data-(A)
22
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Tento produkt muZete zakoupit u spolecnosti AutoCont IPC a.s.

AutoCont IPC a.s.

vas dodavatel primyslovych pocitact, komponent a specidinich pramyslovych IT systémd.
AutoCont .

a8 Uhlifska 1064/3, 710 00 Ostrava, Ceska republika

& +420552 301 002 @ www.autocont-ipc.cz

X obchod@autocont-ipc.cz

PRUMYSLOVE POCITACE POCITACE S DISPLEJEM i) AUTOMATIZACE A SBER DAT

m fanless embedded PC, do racku, ...

'| PERIFERIE A KOMPONENTY
monitory, kidvesnice, desky, Skrine, ...
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MEDICINSKA TECHNIKA
pocitace, tablety, LCD, kldvesnice, ...

b

DOPRAVA ZDARMA

PRODLOUZENA ZARUKA

panelové PC, termindly, do vozidel, ...

NOTEBOOKY A TABLETY
odolné, windows, android, IP65, ...

SOFTWAROVA RESENI

pro vyrobu, zameéstnance, kiosky, ...

ODMENA ZA VERNOST

E prevodniky, karty, moduly, switche, ...

-

INFORMACNI KIOSKY
interiérové, venkovni, ...

PREJIT DO E-SHOPU

eshop.autocont-ipc.cz

SERVIS ON-SITE A IN-TIME

K projektovym dodavkam nabizime
rozsifenou podporu a servis s garanci
vymény zafizenf do 48 hodin.

Pravidelni zakaznici u nas nakupuij
za nizsi ceny. Wse slevy se odvijf
od realizovaného obratu.

Zaruka 2 roky na vyradbéné pocitace

s moznostf jejiho prodlouZeni
aznabslet.

Doprava zdarma v CR a SR pfi
objednavce nad 10 000 K¢ bez DPH
nebo nad 400 EUR.


tel:+420552301002
https://goo.gl/maps/AdmtGqJjUdCPNA7F9
https://eshop.autocont-ipc.cz/kategorie-produktu/prumyslove-pocitace/
https://eshop.autocont-ipc.cz/kategorie-produktu/pocitace-s-displejem/
https://eshop.autocont-ipc.cz/kategorie-produktu/automatizace-a-sber-dat/
https://eshop.autocont-ipc.cz/kategorie-produktu/periferie-a-komponenty/
https://eshop.autocont-ipc.cz/kategorie-produktu/notebooky-a-tablety/
https://eshop.autocont-ipc.cz/kategorie-produktu/informacni-kiosky/
https://eshop.autocont-ipc.cz/kategorie-produktu/medicinska-technika/
https://eshop.autocont-ipc.cz/softwarova-reseni/
https://eshop.autocont-ipc.cz

