
Industrial Ethernet Solutions

Features

10/100T (X) to Multi-Mode SC Type  
Fiber Optic Industrial Media Converter
10/100T (X) to Single-Mode SC Type 
Fiber Optic Industrial Media Converter

Specifications
Communications
 � Standard  IEEE 802.3, 802.3u, 802.3x
 � LAN  10/100Base-T (X), 100Base-FX
 � Transmission Distance  Ethernet: Up to 100 m 

 Fiber: Multi-mode: up to 2 km 
 Fiber: Single-mode: up to 30 km

 � Transmission Speed  Up to 100 Mbps
 � Optical Fiber   

Multi-mode  Wavelength: 1310 nm 
(EKI-2541M/MI)  Tx Power: -14/-20 dBm 
 Rx Sensitivity: -31 dBm 
 Parameters: 50/125 um,62.5/125 um 
Single-mode  Wavelength: 1310 nm 
(EKI-2541S/SI)  Tx Power: -8/-15 dBm 
 Rx Sensitivity: -34 dBm 
 Parameters: 9/125 um

Interface
 � Connectors  1 x RJ45 

 1 x SC type fiber connector 
 6-pin removable screw terminal (power)

 � LED Indicators  P1, P2, P-Fail 
Ethernet: 10/100 m, LNK/ACT 
Fiber: HDX/FDX, LNK/ACT

 � DIP Switch  Port/Power Alarm, LFP 
 Fiber: HDX/FDX, Converter/Switch

Power
 � Power Consumption  Max. 2.7 W
 � Power Input  12 ~ 48 VDC, redundant dual inputs

Mechanism
 � Dimensions (W x H x D) 37 x 140 x 95 mm (1.46" x 5.51" x 3.74")
 � Mounting DIN-rail, Wall
 � Enclosure IP30, Metal shell with solid mounting

Protection
 � Power Reverse  Present
 � Overload current  Present

Environment
 � Operating Temperature  -10 ~ 60°C  (14 ~ 140°F)
 � Wide Temp. model  -40 ~ 75°C  (-40 ~ 167°F)
 � Storage Temperature  -40 ~ 85°C  (-40 ~ 185°F)
 � Operating Humidity  5 ~ 95% (non-condensing)
 � Storage Humidity  0 ~ 95% (non-condensing)
 � MTBF  577,175 hours

Certification
 � Safety  UL 60950-1, CAN/CSA-C22.2 No.60950
 � EMI FCC Part 15 Subpart B Class A, EN 55022 Class A
 � EMS EN 61000-4-2 

EN 61000-4-3  
EN 61000-4-4 
EN 61000-4-5 
EN 61000-4-6 
EN 61000-4-8 

 � Shock  IEC 60068-2-27
 � Freefall  IEC 60068-2-32
 � Vibration  IEC 60068-2-6

 � Provides 1 x 10/100 Mbps Ethernet port with RJ45 connector

 � Provides 1 x 100 Mbps Multi-mode/Single-mode SC type fiber port

 � Provides internal jumper for Link Fault Pass-through (LFP) setting

 � Supports full/half duplex flow control

 � Supports store and forward transmission

 � Supports Auto-negotiation 

 � Supports MDI/MDI-X auto-crossover

 � Supports redundant 12-48 VDC power input

 � Provides flexible mounting: DIN-rail and Panel mount

 � Supports wide operating temperatures from -40 to 75°C  (EKI-2541MI/SI)

Introduction
The EKI-2541M/2541S is designed to convert Ethernet networks to fiber networks by transparently converting Ethernet signals to optic signals. The advantages of fiber optics are wide 
bandwidth, EMI immunity and long-distance transmissions.Therefore, the EKI-2541M/2541S is an ideal solution for “fiber to building” applications at central offices or local sites.  
EKI-2541M/2541S supports MDI/MDIX auto detection, so you don’t need to use crossover wires. Furthermore, the EKI-2541M/2541S can work normally from -10 to 60°C  and 
accepts a wide voltage range from 12 ~ 48 VDC. Besides, it also provides 3,000 VDC surge (EFT) protection against over-voltage, so it is suitable for harsh operating environments.

Link Fault Pass-Through (LFP)

The EKI-2541M/2541S is an enhanced Ethernet to fiber-optic converter. Aside from its standard features, the versatile the EKI-2541M/2541S also has the LFP (Link Fault Pass-through) 
feature. When one side of the link fails, the other side continues transmitting packets, and waiting for a response that never arrives from the disconnected side. Use the internal jumper 
to enable the LFP function, then the EKI-2541M/2541S will force the link to shut down as soon as noticed that the other link has failed, giving the application software a chance to 
react to the situation.

EKI-2541M EKI-2541S

RoHS
COMPLIANT
2011/65/EU

EKI-2541M/MI
EKI-2541S/SI

All product specifications are subject to change without notice Last updated : 5-May-2015
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Dimensions Unit: [mm]

Panel Cut-out Dimensions: 104 x 140 x 36.6 mm (4.1" x 5.52" x 1.44")

EKI-2541M/MI
EKI-2541S/SI

Ordering Information
 � EKI-2541M  Ethernet to Multi-mode Fiber Converter
 � EKI-2541MI  Ethernet to Multi-mode Fiber Converter w/ Wide Temp.
 � EKI-2541S  Ethernet to Single-mode Fiber Converter
 � EKI-2541SI  Ethernet to Single-mode Fiber Converter w/ Wide Temp.
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Tento produkt můžete zakoupit u společnosti AutoCont IPC a.s.

AutoCont IPC a.s.

PRŮMYSLOVÉ POČÍTAČE
fanless embedded PC, do racku, ...

POČÍTAČE S DISPLEJEM
panelové PC, terminály, do vozidel, ...

AUTOMATIZACE A SBĚR DAT
převodníky, karty, moduly, switche, ...

PERIFERIE A KOMPONENTY
monitory, klávesnice, desky, skříně, ...

NOTEBOOKY A TABLETY
odolné, windows, android, IP65, ...

INFORMAČNÍ KIOSKY
interiérové, venkovní, ...

MEDICÍNSKÁ TECHNIKA
počítače, tablety, LCD, klávesnice, ...

SOFTWAROVÁ ŘEŠENÍ
pro výrobu, zaměstnance, kiosky, ...

PŘEJÍT DO E-SHOPU
eshop.autocont-ipc.cz

Uhlířská 1064/3, 710 00 Ostrava, Česká republika
obchod@autocont-ipc.cz +420 552 301 002 www.autocont-ipc.cz

DOPRAVA ZDARMA
Doprava zdarma v ČR a SR při 

objednávce nad 10 000 Kč bez DPH 
nebo nad 400 EUR.

PRODLOUŽENÁ ZÁRUKA
Záruka 2 roky na vyráběné počítače 

s možností jejího prodloužení 
až na 5 let.

ODMĚNA ZA VĚRNOST
Pravidelní zákazníci u nás nakupují 
za nižší ceny. Výše slevy se odvíjí 

od realizovaného obratu.

SERVIS ON-SITE A IN-TIME
K projektovým dodávkám nabízíme 

rozšířenou podporu a servis s garancí 
výměny zařízení do 48 hodin.

Váš dodavatel průmyslových počítačů, komponent a speciálních průmyslových IT systémů.

tel:+420552301002
https://goo.gl/maps/AdmtGqJjUdCPNA7F9
https://eshop.autocont-ipc.cz/kategorie-produktu/prumyslove-pocitace/
https://eshop.autocont-ipc.cz/kategorie-produktu/pocitace-s-displejem/
https://eshop.autocont-ipc.cz/kategorie-produktu/automatizace-a-sber-dat/
https://eshop.autocont-ipc.cz/kategorie-produktu/periferie-a-komponenty/
https://eshop.autocont-ipc.cz/kategorie-produktu/notebooky-a-tablety/
https://eshop.autocont-ipc.cz/kategorie-produktu/informacni-kiosky/
https://eshop.autocont-ipc.cz/kategorie-produktu/medicinska-technika/
https://eshop.autocont-ipc.cz/softwarova-reseni/
https://eshop.autocont-ipc.cz

