M47 50

USB-4761

32-Ch Isolated Digital 1/0 USB Module

8-Ch Relay, 8-Ch Isolated Digital Input
USB Module

USB-4750

Compatible with USB 1.1/2.0

Bus powered

16 x isolated digital input and 16 x digital output channels

High voltage isolation on all channels (2,500 Voc)

High sink current on isolated output channels (200 mA/channel)
Supports 5 ~ 60 Ve isolated input channels

Interrupt handling capability

Timer/counter capability

Suitable for DIN rail mounting

1 x Lockable USB cable included for connection security

Specifications

Isolated Digital Input

= Channels 16
= Input Voltage Logic 0: 2 V max.

Logic 1: 5V min. (60 V max.) or dry contact
= |nterruptible Channels 2

= [solation Protection 2,500 Ve

Isolated Digital Output

= Channels 16

= Qutput Type Sink (NPN)

= |solation Protection 2,500 Voe

= Qutput Voltage 5~40 Ve

= Sink Current 200 mA max. per channel

Total 1.1 A max.
Isolated Counter

= Channels 2

= Resolution 32 bit

= Max. Input Frequency 1 MHz

= |solation Protection 2,500 Ve
General

= Bus Type USB1.1/2.0

1/0 Connector Onboard screw terminal
Dimensions (Lx W xH)  132x80x32mm (5.2" x 3.15" x 1.26")
Power Consumption Typical: 5V @ 200 mA
Max.: 5V @ 350 mA
Operating Temperature 0~60°C (32 ~140 °F)
= Storage Temperature -20~70°C (-4 ~ 158 °F)
= Storage Humidity 5~95% RH, non-condensing

] ]
Ordering Information
= USB-4750-BE 32-ch isolated digital /0 USB module

Accessories

= 1960004544
= 1960005788

Wall mount bracket
VESA mount bracket

FCCC€

USB-4761

FCC C€

Compatible with USB 1.1/2.0

Portable

Bus powered

8 x Relay output and 8 x isolated digital input channels
LED indicators to show activated relays

8 x Form C-type relay output channels

High-voltage isolation on input channels (2,500 Vi)
High ESD protection (2,000 V)

Wide input range (5 ~ 30 Vo)

Interrupt handling capability

Detachable screw terminal on modules

Suitable for DIN rail mounting

1 x Lockable USB cable included for connection security

Specifications

Isolated Digital Input

Channels 8

Input Voltage Logic 0: 2 V max.

Logic 1: 5V min. (30 V max.)
Isolation Protection 2,500 Ve

Opto-Isolator Response 50 s

Relay Output

= (Contact Rating

0.25A @ 240 Ve, 1A @ 30 Ve

= Max. Switching Power 62.5 VA, 60 W

= Max. Switching Voltage 250 Vac, 220 Vic

= Max. Switching Current 5A

= QOperate/Release Time max. 5/4ms

= Life Expectancy 5x 107 cycles typ. @ 10 mA/12 V
(Electrical) 2 x 10° cycles typ. @ 2000 mA/30 V

General

= Bus Type USB1.1/2.0

= Storage Temperature

1/0 Connector Onboard screw terminal
Dimensions (Lx W xH)  132x80x32mm (5.2" x3.15" x 1.26")
Power Consumption Typical: 5V @ 60 mA
Max.: 5V @ 400 mA
Operating Temperature 0~60°C (32 ~ 140 °F)
-20~70°C (-4 ~ 158 °F)

Storage Humidity 5~95 % RH, non-condensing

= USB-4761-BE 8-ch relay/isolated digital input USB module
Accessories

= 1960004544 Wall mount bracket

= 1960005788 VESA mount bracket

ADVANTECH

All product specifications are subject to change without notice.
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Tento produkt muZete zakoupit u spolecnosti AutoCont IPC a.s.

AutoCont IPC a.s.

vas dodavatel primyslovych pocitact, komponent a specidinich pramyslovych IT systémd.
AutoCont .

a8 Uhlifska 1064/3, 710 00 Ostrava, Ceska republika

& +420552 301 002 @ www.autocont-ipc.cz

X obchod@autocont-ipc.cz

PRUMYSLOVE POCITACE POCITACE S DISPLEJEM i) AUTOMATIZACE A SBER DAT

m fanless embedded PC, do racku, ...

'| PERIFERIE A KOMPONENTY
monitory, kidvesnice, desky, Skrine, ...

=)

[®
3

MEDICINSKA TECHNIKA
pocitace, tablety, LCD, kldvesnice, ...

b

DOPRAVA ZDARMA

PRODLOUZENA ZARUKA

panelové PC, termindly, do vozidel, ...

NOTEBOOKY A TABLETY
odolné, windows, android, IP65, ...

SOFTWAROVA RESENI

pro vyrobu, zameéstnance, kiosky, ...

ODMENA ZA VERNOST

E prevodniky, karty, moduly, switche, ...

-

INFORMACNI KIOSKY
interiérové, venkovni, ...

PREJIT DO E-SHOPU

eshop.autocont-ipc.cz

SERVIS ON-SITE A IN-TIME

K projektovym dodavkam nabizime
rozsifenou podporu a servis s garanci
vymény zafizenf do 48 hodin.

Pravidelni zakaznici u nas nakupuij
za nizsi ceny. Wse slevy se odvijf
od realizovaného obratu.

Zaruka 2 roky na vyradbéné pocitace

s moznostf jejiho prodlouZeni
aznabslet.

Doprava zdarma v CR a SR pfi
objednavce nad 10 000 K¢ bez DPH
nebo nad 400 EUR.


tel:+420552301002
https://goo.gl/maps/AdmtGqJjUdCPNA7F9
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https://eshop.autocont-ipc.cz/kategorie-produktu/pocitace-s-displejem/
https://eshop.autocont-ipc.cz/kategorie-produktu/automatizace-a-sber-dat/
https://eshop.autocont-ipc.cz/kategorie-produktu/periferie-a-komponenty/
https://eshop.autocont-ipc.cz/kategorie-produktu/notebooky-a-tablety/
https://eshop.autocont-ipc.cz/kategorie-produktu/informacni-kiosky/
https://eshop.autocont-ipc.cz/kategorie-produktu/medicinska-technika/
https://eshop.autocont-ipc.cz/softwarova-reseni/
https://eshop.autocont-ipc.cz

