
Slot SBC & Passive Backplanes

Features

PCE-3026 LGA 1155 Intel® Core™ i7/i5/i3 Half-size SHB 
with PCIe/VGA/DVI/Dual GbE LAN

 � Complies with PICMG 1.3

 � Supports LGA 1155 Intel® Core™ i7/i5/i3 processor

 � Intel® H61 

 � Dual channel 1066/1333 MHz SO-DIMM up to 16 GB

 � Three SATA 2.0 ports

 � Supports dual 10/100/1000 Mbps Ethernet

 �  Supports one VGA and  one DVI 

RoHS
COMPLIANT
2002/95/EC

Specifications

Processor System

CPU Core 
i7-3770

Core 
i7-2600

Core  
i5-3550S

Core 
i5-2400

Core 
i3-3220

Core 
i3-2120

Pentium 
G2120

Pentium 
G850

Celeron 
G540

Base Frequency 3.4 GHz 3.4 GHz 3.0GHz 3.1GHz 3.3GHz 3.3GHz 3.1GHz 2.9GHz 2.5GHz
L3 Cache 8 MB 8 MB 6 MB 6 MB 3 MB 3 MB 3 MB 3 MB 2 MB
Chipset Intel H61
BIOS AMI 64Mb SPI Flash

BUS PCI Express One x16 & four x1 to backplane

Memory
Technology Dual channel DDR3 1066/1333 MHz SO-DIMM (Non ECC)
Max. Capacity 16 GB (8 GB per DIMM)
Socket 204-pin SODIMM x 2

Graphics  
Chipset Integrated Chipset integrated Intel HD Graphics
Video Output One DB-15 VGA output, One DVI out put

Ethernet
Interface 10/100/1000 Mbps
Controller GbE LAN1: Intel 82579V GbE PHY, GbE LAN2: Intel 82583V
Connector RJ-45 x 2

SATA Max. Data Transfer Rate 300 MB/s (SATA 2.0)

I/O Interface

USB 8 USB 2.0 480 Mbps (6 onboard, 1 on rear I/O, 1 type A onboard)
Serial 2 RS-232, and 4 RS-485 (optional: PCA-COM485-00A1E)
Parallel 1 (SPP/EPP/ECP)
PS/2 1 

Watchdog Timer
Output System reset

Interval Programmable 1 ~ 255 
sec/ min

Miscellaneous Audio Output HD audio interface (requires an audio extension module P/N: PCA-AUDIO-HDA1E)

Power Requirement
Test environment Core i5-2400 (3.1 GHz) + DDR3 1333 4 GB x 2
Voltage +12 V +5 V +3.3 V +5 VSB -12 V -5 V
Current 3.8 A 1.05 A 1.54 A 0.24 A 0 A 0 A

Environment

Operating Non-Operating

Temperature
0 ~ 60° C (32 ~ 140° F)  
(operation humidity: 40° C @ 85% RH  
Non-Condensing)

-40° C - 85° C and 60° C @ 95% RH Non-Condensing

Physical Characteristics Dimensions (W x D) 167.64 mm x 126.39 mm (6.6" x 4.98")
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Block Diagram

PCE-3026

Ordering Information 
Part Number VGA DVI GbE 

LAN USB SATA COM

PCE-3026G2-00A1E Yes 1* Dual 8 3
2 x RS-232
4 x RS-485 
(optional)

* For DVI display, optional DVI cable (1700008822) is required. 

Optional Accessories
Part Number Description
PCA-AUDIO-HDA1E Audio extension module with HD audio interface
PCA-TPM-00A1E Trusted platform module compliant with TCG 1.2
PCA-COM485-00A1E 4 x RS-422/485 module
PCA-COM232-00A1E 4 x RS-232 module
1700008822 DVI  cable 

1960047831N001 2U CPU cooler for i7-3770, i7-2600, i5-3550S, i5-2400, 
i3-3220, i3-2120, G2120, G850, G540

1960053207N001 1.5U CPU cooler for i7-2600, i5-3550S, i5-2400,  
i3-3220, i3-2120, G2120, G850, G540

1960053065N001 1U  blower for i3-3220, i3-2120,G2120, G850,G540

Compatible Backplane and Chassis
Backplane Model PCI PCIe x16 PCIe x4 PCIe x1 Compatible 

Chassis

PCE-3B03-00A1E - 1 1 - IPC-3026/ 
IPC-6806S

PCE-3B06-00A1E - 1 - 4 IPC-3026/ 
IPC-6806S

PCE-3B06-03A1E 3 1 - 1 IPC-3026/ 
IPC-6806S

Packing List
Part Number Description     Quantity
1700002223 Printer (parallel) port cable 1
1700003194 Serial ATA HDD data cable 1
1703150102 Serial ATA HDD power cable 1
1700008762 2-port COM cable kit 1
1700014398 4-port USB  cable kit 1
1703040100 Power converter 1

Connector A,B
Intel LGA 1155 

PCE-3026 Core i7-2600/3770, 
i5-2400/3550S, i3-2120/3220, 

G850/G540/G2120

SO-DIMM up to 8GB
DDR3 1066/1333MHz

VGA Intel 82579V GbE PHY

Intel 82583V

Connector A

Super I/O: NCT6776D

RS-232 x 2

LPT

PS/2

8-bit GPIO

LPC

DVI

SATA 2.0 x 3 H61

PCA-AUDIO-HDA1E
(Optional)

USB 2.0 x 8

SPI BIOS

FD
I

D
M

I

1 PCIe x 16, Gen 2.0/Gen 3.0

300 MB/s

HD Audio interface

PCIe x1 Gen 2.0

PCIe x1 Gen 2.0

LPC

1 PCIe x 4, Gen 2.0

SO-DIMM up to 8GB
DDR3 1066/1333MHz
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Tento produkt můžete zakoupit u společnosti AutoCont IPC a.s.

AutoCont IPC a.s.

PRŮMYSLOVÉ POČÍTAČE
fanless embedded PC, do racku, ...

POČÍTAČE S DISPLEJEM
panelové PC, terminály, do vozidel, ...

AUTOMATIZACE A SBĚR DAT
převodníky, karty, moduly, switche, ...

PERIFERIE A KOMPONENTY
monitory, klávesnice, desky, skříně, ...

NOTEBOOKY A TABLETY
odolné, windows, android, IP65, ...

INFORMAČNÍ KIOSKY
interiérové, venkovní, ...

MEDICÍNSKÁ TECHNIKA
počítače, tablety, LCD, klávesnice, ...

SOFTWAROVÁ ŘEŠENÍ
pro výrobu, zaměstnance, kiosky, ...

PŘEJÍT DO E-SHOPU
eshop.autocont-ipc.cz

Uhlířská 1064/3, 710 00 Ostrava, Česká republika
obchod@autocont-ipc.cz +420 552 301 002 www.autocont-ipc.cz

DOPRAVA ZDARMA
Doprava zdarma v ČR a SR při 

objednávce nad 10 000 Kč bez DPH 
nebo nad 400 EUR.

PRODLOUŽENÁ ZÁRUKA
Záruka 2 roky na vyráběné počítače 

s možností jejího prodloužení 
až na 5 let.

ODMĚNA ZA VĚRNOST
Pravidelní zákazníci u nás nakupují 
za nižší ceny. Výše slevy se odvíjí 

od realizovaného obratu.

SERVIS ON-SITE A IN-TIME
K projektovým dodávkám nabízíme 

rozšířenou podporu a servis s garancí 
výměny zařízení do 48 hodin.

Váš dodavatel průmyslových počítačů, komponent a speciálních průmyslových IT systémů.

tel:+420552301002
https://goo.gl/maps/AdmtGqJjUdCPNA7F9
https://eshop.autocont-ipc.cz/kategorie-produktu/prumyslove-pocitace/
https://eshop.autocont-ipc.cz/kategorie-produktu/pocitace-s-displejem/
https://eshop.autocont-ipc.cz/kategorie-produktu/automatizace-a-sber-dat/
https://eshop.autocont-ipc.cz/kategorie-produktu/periferie-a-komponenty/
https://eshop.autocont-ipc.cz/kategorie-produktu/notebooky-a-tablety/
https://eshop.autocont-ipc.cz/kategorie-produktu/informacni-kiosky/
https://eshop.autocont-ipc.cz/kategorie-produktu/medicinska-technika/
https://eshop.autocont-ipc.cz/softwarova-reseni/
https://eshop.autocont-ipc.cz

