
MI/O Extension SBCs, Modules and Chassis

Features

Software APIs:
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MIO-3360 Intel® Pentium N4200/Celeron N3350 
Pico-ITX SBC

 � Embedded Intel® Pentium N4200/Celeron N3350

 � DDR3L 1866MHz support up to 8BG

 � Intel Gen 7 DirectX®11.1 support 

 � Dual Independent display: 48-bit LVDS, VGA, DP/HDMI

 � Expansion: Full-size Mini PCIe, eMMC, mSATA* 

 � Rich I/O interface: 2 COM, 1 SATA, 4 USB 2.0, MIOe expansion 

 � Supports WISE-PaaS/RMM and Embedded Software APIs

Specifications

Processor System

CPU Pentium N4200 Intel Celeron N3350
Frequency 1.10 GHz (Quad-Core) 1.10 GHz (Dual-Core)
L2 Cache 2 MB
Max Turbo Frequency 2.50 GHz 2.40 GHz
System Chipset Intel Celeron / Atom SoC processor integrated
BIOS AMI EFI 64 Mbit 

Memory
Technology DDR3L 1866 MHz
Max. Capacity 8 GB
Socket 1 x 204-pin SODIMM (Support 1.35V DDR3L)   

Display

Chipset Intel® Celeron/Atom SoC integrated

LVDS Supports single channel 48-bit LVDS
Resolution: 1440 x 900 at 60Hz

VGA Up to 1920 x 1200 at 60Hz
Dual Display Yes (LVDS+VGA or LVDS+DP/HDMI or VGA+DP/HDMI)

Ethernet
Speed 10/100/1000Mbps
Controller Intel I210

Audio Chipset Realtek, High Definition Audio (HD), Line-in, Line out, Mic-in
WatchDog Timer Output System reset, Programmable counter from 1 ~ 255 minutes/ seconds

Storage
mSATA* 1 (Supports mSATA or USB interface module or full size miniPCIe, selected by BIOS, default is mSATA)
SATA 1, up to 6Gb/s (600MB/s)
eMMC 32GB 

Expansion

Mini PCI Express 1 x Full-size 

MIOe SMBus, USB3.0, LPC, 2 x PCIe x1, Line out, DisplayPort/HDMI*, +5 Vsb/+12 Vsb power,  
Power On, Reset  

64-pin connector A 12V DC input, Inverter, VGA, 2 x USB2.0, 1GbE w/ LED**

64-pin connector B SMBus, I2C, Power/Reset button, HDD/Power LED, 2 x USB2.0, 8-bit GPIO, HD Audio Line-in, Line 
out, Mic-in, 2 x RS-232/422/485

Power

Power Type Single 12V DC power input (Supports DC power hot plug)
Power Supply Voltage Supports single 12V input, ± 10%
Total peripheral power supply output 5V @ 3A for CPU board and MIOe module totally, 12V @ 2A for MIOe module
Power Consumption (Typical) N4200: 0.37 @ 12V (4.48W)
Power Consumption (Max) N4200: 1.44 @ 12V (17.38W)
Power Management ACPI
Battery Lithium 3V/ 210mAH

Environment
Operation 0 ~ 60° C (32 ~ 140° F) (Operational humidity: 40° C @ 95% RH Non-Condensing) 
Non-Operation -40° C ~ 85° C and 60° C @ 95% RH non-condensing

Physical Characteristics
Dimensions (L x W) 100 x 72 mm (3.9" x 2.8") 
Weight 0.39 kg (0.85 lb), weight of total package
Total Height 25.8 mm (including heatsink)

* The specification is supported by request 
** MIO-3360 default support GbE only. GbE w/LED is supported by request.

DDR3L SO-DIMM Socket

48-bit LVDS

NEW
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Block Diagram

MIO-3360

Packing List
Part No. Description Quantity

MIO-3360 SBC 1
Startup Manual 1

1960078695T101 HEATSINK APL-non_I-99.5x70.5x15.7-SC 
MIO-3360 1

Optional Accessories
Part No. Description
MIOE-DB2100-00A1E MIO-3260 Evaluation Board

Embedded OS/API  
Embedded OS/API Part Number Description
WIN10 TBD 64-bit (UEFI mode only)
VxWorks TBD 7.0
Linux   TBD Ubuntu V13.10
Software API  TBD SUSI V4.0

Ordering Information 
Part No. CPU L2 

Cache Memory LVDS VGA GbE HD 
Audio

USB 
2.0

RS-232/
422/485 SATAIII Mini PCIe* eMMC MIOe Connector 

Type
Thermal 
Solution

Operational 
Temp.

MIO-3360N-S2A1E N4200, 2.50 GHz 2 MB SO-DIMM 48-bit Yes 1 Yes 4 2 1 Full-size Yes Yes pin-hdr Passive 0 ~ 60° C

MIO-3360N-S1A1E N3350, 2.40 GHz 2 MB SO-DIMM 48-bit Yes 1 Yes 4 2 1 Full-size Yes Yes pin-hdr Passive 0 ~ 60° C

MIO-3360C-S2A1E N4200, 2.50 GHz 2 MB SO-DIMM 48-bit Yes 1 Yes 4 2 1 Full-size Yes Yes box-wafer Passive 0 ~ 60° C

* Full-size Mini PCIe supports mSATA
Note1: Default BIOS supports 64 bits OS installation, BIOS for 32 bits OS installation is supported by project.
Note2: Passive = fanless; Active = with fan
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Tento produkt můžete zakoupit u společnosti AutoCont IPC a.s.

AutoCont IPC a.s.

PRŮMYSLOVÉ POČÍTAČE
fanless embedded PC, do racku, ...

POČÍTAČE S DISPLEJEM
panelové PC, terminály, do vozidel, ...

AUTOMATIZACE A SBĚR DAT
převodníky, karty, moduly, switche, ...

PERIFERIE A KOMPONENTY
monitory, klávesnice, desky, skříně, ...

NOTEBOOKY A TABLETY
odolné, windows, android, IP65, ...

INFORMAČNÍ KIOSKY
interiérové, venkovní, ...

MEDICÍNSKÁ TECHNIKA
počítače, tablety, LCD, klávesnice, ...

SOFTWAROVÁ ŘEŠENÍ
pro výrobu, zaměstnance, kiosky, ...

PŘEJÍT DO E-SHOPU
eshop.autocont-ipc.cz

Uhlířská 1064/3, 710 00 Ostrava, Česká republika
obchod@autocont-ipc.cz +420 552 301 002 www.autocont-ipc.cz

DOPRAVA ZDARMA
Doprava zdarma v ČR a SR při 

objednávce nad 10 000 Kč bez DPH 
nebo nad 400 EUR.

PRODLOUŽENÁ ZÁRUKA
Záruka 2 roky na vyráběné počítače 

s možností jejího prodloužení 
až na 5 let.

ODMĚNA ZA VĚRNOST
Pravidelní zákazníci u nás nakupují 
za nižší ceny. Výše slevy se odvíjí 

od realizovaného obratu.

SERVIS ON-SITE A IN-TIME
K projektovým dodávkám nabízíme 

rozšířenou podporu a servis s garancí 
výměny zařízení do 48 hodin.

Váš dodavatel průmyslových počítačů, komponent a speciálních průmyslových IT systémů.

tel:+420552301002
https://goo.gl/maps/AdmtGqJjUdCPNA7F9
https://eshop.autocont-ipc.cz/kategorie-produktu/prumyslove-pocitace/
https://eshop.autocont-ipc.cz/kategorie-produktu/pocitace-s-displejem/
https://eshop.autocont-ipc.cz/kategorie-produktu/automatizace-a-sber-dat/
https://eshop.autocont-ipc.cz/kategorie-produktu/periferie-a-komponenty/
https://eshop.autocont-ipc.cz/kategorie-produktu/notebooky-a-tablety/
https://eshop.autocont-ipc.cz/kategorie-produktu/informacni-kiosky/
https://eshop.autocont-ipc.cz/kategorie-produktu/medicinska-technika/
https://eshop.autocont-ipc.cz/softwarova-reseni/
https://eshop.autocont-ipc.cz

