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SQF-PDM
PATA Disk Module

Features
 � Capacity 1GB ~ 16GB

 � Supports SLC (single level cell) NAND Flash Memory 

 � Supports for PIO Mode 4 / Multi Word DMA Mode 2 / Ultra DMA Mode 4

 � GUI Management Tool & Software API Package

Specifications
Capacity 1 to 16GB
Flash Type SLC
Compatibility ATA command set

Connector Type 40-pin 2.54 mm pitch/44-pin 2.0 mm pitch Receptacle 
Housing Connector

Voltage 3.3 V / 5.0 V

Data Transfer Mode
PIO Mode 4
MWDMA Mode 2
UDMA Mode 4

Sustained R/W Performance (*) 40/29 MB/sec

Operation Temperature Commercial Grade : 0 to +70° C
Extended Grade : -40 to +85° C

Host interface 8/16 bit access
ECC (BCH) Correct up to 6/12 random bits/sector
Endurance > 2,000,000 program/erase cycles
Shock Resistance 1,500 G (0.5 msec)
Vibration Resistance 20 G, Peak / 80 ~ 2000 Hz

(*)The values are for reference only; they may change according to the flash memory used.

Ordering Information
Part No. Product Description
SQF-PDMS2-XG-HACE Advantech SQFlash PDM 44-pin Hor. 2/4/8/16 GB, (0 ~ 70° C)   
SQF-PDMS2-XG-HAEE Advantech SQFlash PDM 44-pin Hor. 2/4/8/16 GB, (-40 ~ 85° C)  
SQF-PDMS2-XG-VACE Advantech SQFlash PDM 44-pin Vert. 2/4/8/16 GB, (0 ~ 70° C)  
SQF-PDMS2-XG-VAEE Advantech SQFlash PDM 44-pin Vert. 2/4/8/16 GB, (-40 ~ 85° C)  
SQF-PDMS2-XG-HBCE Advantech SQFlash PDM 40-pin Hor. Top 2/4/8/16 GB, (0 ~ 70° C)  
SQF-PDMS2-XG-HBEE Advantech SQFlash PDM 40-pin Hor. Top 2/4/8/16 GB, (-40 ~ 85° C)  
SQF-PDMS2-XG-HCCE Advantech SQFlash PDM 40-pin Hor. Bottom 2/4/8/16 GB, (0 ~ 70° C)  
SQF-PDMS2-XG-HCEE Advantech SQFlash PDM 40-pin Hor. Bottom 2/4/8/16 GB, (-40 ~ 85° C)  
SQF-PDMS2-XG-VBCE Advantech SQFlash PDM 40-pin Vert. 2/4/8/16 GB, (0 ~ 70° C)  
SQF-PDMS2-XG-VBEE Advantech SQFlash PDM 40-pin Vert. 2/4/8/16 GB, (-40 ~ 85° C)  
SQF-PDMS1-1G-44CE Advantech SQFlash PDM 44-pin Vert. 1 GB, Housing, (0 ~ 70° C)
SQF-PDMS2-XG-44CE Advantech SQFlash PDM 44-pin Vert. 2/4/8/16 GB, Housing, (0 ~ 70° C)
SQF-PDMS1-1G-44EE Advantech SQFlash PDM 44-pin Vert. 1 GB, Housing, (-40 ~ 85° C)

SQF-PDMS2-XG-44EE Advantech SQFlash PDM 44-pin Vert. 2/4/8/16 GB, Housing,  
(-40 ~ 85° C)

Note: X stands for different capacities

Flash 
Security ID

Life 
Monitoring

Flash Lock Emergency 
Erase

SQF-P25
2.5" PATA SSD

Features
 � Capacity SLC 4 GB ~ 256 GB / MLC 16 GB ~ 512 GB

 � Supports SLC (single level cell) and MLC (multi level cell) NAND Flash 
memory 

 � Supports PIO mode 4 / multi word DMA mode 2 / ultra DMA mode 4

 � GUI Management Tool & Software API Package

Specifications
Capacity SLC: 4 to 256GB

MLC: 16 to 512GB
Compatibility ATA command set
Voltage 3.3 V / 5.0 V

Data Transfer Mode
PIO Mode 4
MWDMA Mode 2
UDMA Mode 4

Sustained R/W Performance (*) SLC: 65/55 MB/sec
MLC: 60/25 MB/sec

Operating Temperature Commercial Grade : 0 to +70° C
Industrial Grade: -40 to +85° C

Host Interface 8/16 bit access
ECC (BCH) Correct up to 68 bit per 1K Byte
Endurance  > 2,000,000 program/erase cycles
Shock Resistance 2,500 G (0.5 msec)
Vibration Resistance 20 G, Peak / 80 ~ 2000 Hz

(*)The values are for reference only; they may change according to the flash memory used.

Ordering Information
Part No. Product Description

SQF-P25S4-XG-P9C Advantech SQFlash 2.5" PATA SSD SLC, DMA, 
4/8/16/32/64/128/256 GB (0 ~ 70° C)  

SQF-P25S4-XG-P9E Advantech SQFlash 2.5" PATA SSD SLC, DMA, 
4/8/16/32/64/128/256 GB (-40 ~ 85° C)   

SQF-P25M4-XG-P9C Advantech SQFlash 2.5" PATA SSD MLC, DMA, 
16/32/64/128/256/512 GB (0 ~ 70° C)  

SQF-P25M4-XG-P9E Advantech SQFlash 2.5" PATA SSD MLC, DMA, 
16/32/64/128/256/512 GB (-40 ~ 85° C)  

Note: X stands for different capacities
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All product specifications are subject to change without notice Last updated : 15-Jan-2014



Tento produkt můžete zakoupit u společnosti AutoCont IPC a.s.

AutoCont IPC a.s.

PRŮMYSLOVÉ POČÍTAČE
fanless embedded PC, do racku, ...

POČÍTAČE S DISPLEJEM
panelové PC, terminály, do vozidel, ...

AUTOMATIZACE A SBĚR DAT
převodníky, karty, moduly, switche, ...

PERIFERIE A KOMPONENTY
monitory, klávesnice, desky, skříně, ...

NOTEBOOKY A TABLETY
odolné, windows, android, IP65, ...

INFORMAČNÍ KIOSKY
interiérové, venkovní, ...

MEDICÍNSKÁ TECHNIKA
počítače, tablety, LCD, klávesnice, ...

SOFTWAROVÁ ŘEŠENÍ
pro výrobu, zaměstnance, kiosky, ...

PŘEJÍT DO E-SHOPU
eshop.autocont-ipc.cz

Uhlířská 1064/3, 710 00 Ostrava, Česká republika
obchod@autocont-ipc.cz +420 552 301 002 www.autocont-ipc.cz

DOPRAVA ZDARMA
Doprava zdarma v ČR a SR při 

objednávce nad 10 000 Kč bez DPH 
nebo nad 400 EUR.

PRODLOUŽENÁ ZÁRUKA
Záruka 2 roky na vyráběné počítače 

s možností jejího prodloužení 
až na 5 let.

ODMĚNA ZA VĚRNOST
Pravidelní zákazníci u nás nakupují 
za nižší ceny. Výše slevy se odvíjí 

od realizovaného obratu.

SERVIS ON-SITE A IN-TIME
K projektovým dodávkám nabízíme 

rozšířenou podporu a servis s garancí 
výměny zařízení do 48 hodin.

Váš dodavatel průmyslových počítačů, komponent a speciálních průmyslových IT systémů.

tel:+420552301002
https://goo.gl/maps/AdmtGqJjUdCPNA7F9
https://eshop.autocont-ipc.cz/kategorie-produktu/prumyslove-pocitace/
https://eshop.autocont-ipc.cz/kategorie-produktu/pocitace-s-displejem/
https://eshop.autocont-ipc.cz/kategorie-produktu/automatizace-a-sber-dat/
https://eshop.autocont-ipc.cz/kategorie-produktu/periferie-a-komponenty/
https://eshop.autocont-ipc.cz/kategorie-produktu/notebooky-a-tablety/
https://eshop.autocont-ipc.cz/kategorie-produktu/informacni-kiosky/
https://eshop.autocont-ipc.cz/kategorie-produktu/medicinska-technika/
https://eshop.autocont-ipc.cz/softwarova-reseni/
https://eshop.autocont-ipc.cz

