
Ethernet I/O Modules More Information Click Here

Specifications
Current Input
 � Channel     WISE-4010/LAN: 4 (differential) 
 � Resolution                     12-bit 
 � Sampling Rate             10/100 Hz/channel
 � Accuracy                        ±0.2% of FSR @ 25°C 
 � Input Range                 0~20 mA, 4~20 mA 
 � Input Impedance          120 Ω
 � Burn-out Detection        Yes (4~20 mA only) 
 � Supports Data Scaling and Averaging 

Digital Input
 � Channels    WISE-4050/LAN: 4 

 WISE-4060/LAN: 4 
 � Logic level:    Dry Contact 0: Open   

  1: Close to DI COM  
 Wet Contact 0: 0 ~ 3 VDC  
  1: 10 ~ 30 VDC (3 mA min.)

 � Isolation  3,000 Vrms

 � Supports 32-bit Counter Input Function (Maximum frequency 3kHz)
 � Keep/Discard Counter Value when Power-off 
 � Supports Frequency Input Function (Maximum frequency 3 kHz)
 � Supports Inverted DI Status 

Digital Output
 � Channels    WISE-4010/LAN: 4 

 WISE-4050/LAN: 4 
 (Open collector to 30 V, 500 mA max. for  
 resistance load)

 � Isolation  3,000 Vrms (WISE-4050/LAN only)
 � Supports 1 kHz Pulse Output 
 � Supports High-to-Low and Low-to-High Delay Output

Relay Output
 � Channels    WISE-4060/LAN: 4 (Form A) 
 � Contact Rating    250 VAC  @ 5 A 
(Resistive Load)  30 VDC  @ 3 A   

 � Isolation (b/t coil & contact) 3,000 Vrms 

 � Relay On Time    10 ms 
 � Relay Off Time    5 ms 
 � Insulation Resistance    1 GΩ min. @ 500 VDC  
 � Maximum Switching    60 operations/minute 
 � Supports Pulse Output 
 � Supports High-to-Low and Low-to-High Delay Output 

WISE-4000/LAN Series
IoT Ethernet I/O Module 

Main Features
 � IEEE 802.3u 10/100Base-T(X)

 � Industrial grade operating temperature -40~70°C

 � Supported Protocols: Modbus/TCP, TCP/IP, UDP, DHCP, HTTP 

 � Supports RESTful web API in JSON format

 � Supports local logging with RTC time stamp

 � Supports mobile device web configuration in HTML5

 � Supports 10~30VDC power with reverse protection

Selection Table

Model Name
Current 
Input

Digital 
Input

Digital 
Output

Relay 
Output

WISE-4010/LAN 4 4
WISE-4050/LAN 4 4
WISE-4060/LAN 4 4

Introduction
The WISE-4000/LAN series is a newly designed IoT Ethernet I/O module which supports new RESTful web API for IoT applications. A HTML5 web configure interface enables users 
to configure WISE modules without the limitation of a platform or operation system. The built-in data logger function logs data with time information, then be retrieved in a bundle. 
Wide operating temperatures enable the WISE series to be implemented in more IoT data acquisition applications. As well as the new functions, the new mechanical design can let 
users install the module and doing diagnostics in an easier manner than before.

Environment 
 � Operating Temperature  -40 ~ 70°C (-40~158°F) 
 � Storage Temperature  -40 ~ 85°C (-40~185°F) 
 � Operating Humidity  20 ~ 95% RH (non-condensing) 
 � Storage Humidity  0 ~ 95% RH (non-condensing)

General
 � LAN    IEEE 802.3u 10/100Base-T(X)
 � Connectors    Plug-in screw terminal block (I/O and power) 
 � Watchdog Timer    System (1.6 second) and  

 Communication (programmable) 
 � Certification    CE, FCC, RoHS 
 � Dimensions (W x H x D)  80 x 98 x 25 mm 
 � Enclosure    PC 
 � Mounting    DIN 35 rail, wall, and stack
 � Power Input    10 ~ 30 VDC 
 � Power Consumption       WISE-4010/LAN: 1.2 W @ 24 VDC 

 WISE-4050/LAN: 2.2 W @ 24 VDC 
 WISE-4060/LAN: 2.5 W @ 24 VDC

 � Power Reversal Protection
 � Supports Data Log Function  Up to 10000 samples with time stamp
 � Supports User Defined Modbus Address 
 � Supported Protocols   Modbus/TCP, TCP/IP, UDP, DHCP, and HTTP 
 � Supports RESTful Web API in JSON format
 � Supports Web Server in HTML5 with JavaScript & CSS3 
 � Supports System Configuration Backup and User Access Control

Ordering Information
 � WISE-4010/LAN  4-ch Current Input and 4-ch Digital Output  

 IoT Ethernet I/O Module 
 � WISE-4050/LAN  4-ch Digital Input and 4-ch Digital Output  

 IoT Ethernet I/O Module 
 � WISE-4060/LAN  4-ch Digital Input and 4-ch Relay Output  

 IoT Ethernet I/O Module 

All product specifications are subject to change without notice Last updated: 3-Aug-2015



Tento produkt můžete zakoupit u společnosti AutoCont IPC a.s.

AutoCont IPC a.s.

PRŮMYSLOVÉ POČÍTAČE
fanless embedded PC, do racku, ...

POČÍTAČE S DISPLEJEM
panelové PC, terminály, do vozidel, ...

AUTOMATIZACE A SBĚR DAT
převodníky, karty, moduly, switche, ...

PERIFERIE A KOMPONENTY
monitory, klávesnice, desky, skříně, ...

NOTEBOOKY A TABLETY
odolné, windows, android, IP65, ...

INFORMAČNÍ KIOSKY
interiérové, venkovní, ...

MEDICÍNSKÁ TECHNIKA
počítače, tablety, LCD, klávesnice, ...

SOFTWAROVÁ ŘEŠENÍ
pro výrobu, zaměstnance, kiosky, ...

PŘEJÍT DO E-SHOPU
eshop.autocont-ipc.cz

Uhlířská 1064/3, 710 00 Ostrava, Česká republika
obchod@autocont-ipc.cz +420 552 301 002 www.autocont-ipc.cz

DOPRAVA ZDARMA
Doprava zdarma v ČR a SR při 

objednávce nad 10 000 Kč bez DPH 
nebo nad 400 EUR.

PRODLOUŽENÁ ZÁRUKA
Záruka 2 roky na vyráběné počítače 

s možností jejího prodloužení 
až na 5 let.

ODMĚNA ZA VĚRNOST
Pravidelní zákazníci u nás nakupují 
za nižší ceny. Výše slevy se odvíjí 

od realizovaného obratu.

SERVIS ON-SITE A IN-TIME
K projektovým dodávkám nabízíme 

rozšířenou podporu a servis s garancí 
výměny zařízení do 48 hodin.

Váš dodavatel průmyslových počítačů, komponent a speciálních průmyslových IT systémů.

tel:+420552301002
https://goo.gl/maps/AdmtGqJjUdCPNA7F9
https://eshop.autocont-ipc.cz/kategorie-produktu/prumyslove-pocitace/
https://eshop.autocont-ipc.cz/kategorie-produktu/pocitace-s-displejem/
https://eshop.autocont-ipc.cz/kategorie-produktu/automatizace-a-sber-dat/
https://eshop.autocont-ipc.cz/kategorie-produktu/periferie-a-komponenty/
https://eshop.autocont-ipc.cz/kategorie-produktu/notebooky-a-tablety/
https://eshop.autocont-ipc.cz/kategorie-produktu/informacni-kiosky/
https://eshop.autocont-ipc.cz/kategorie-produktu/medicinska-technika/
https://eshop.autocont-ipc.cz/softwarova-reseni/
https://eshop.autocont-ipc.cz

