ADAM-6317

ADAM-6350

ADAM-6360D

loT OPC UA Ethernet I/0 - Al Module

loT OPC UA Ethernet 1/0 - DI/0 Module

loT OPC UA Ethernet 1/0 - SSR Relay Output Module

Specifications
Analog Input
= Channels 8 (differential)

Sampling Rate 10 or 100 samples/ second
(total)

Resolution 16 bits

= Input Range 0 ~150mV, 0 ~ 500mV,
0~1V,0~5V,0~10V,
+150 mV, £500 mV, 1V,
5V, 10V, +20 mA,
0~20mA, 4 ~20mA

Digital Input
= Channels 11
= Dry contact logic 0: Open
logic 1: Closed to ground
= Wet contact logic 0: 0~ 3 Ve

logic 1: 10 ~ 30 Ve
DI5~DI10 support 3 kHz counter input
DI5~DI10 support 3 kHz frequency input

Digital Output

= Channels 10

= Output type Sink type, 30 Vo,
0.1A max. per channel

= D04~D09 support 3 kHz pulse output

oge L]
Specifications
Digital Input
= Channels 18
= Dry contact logic 0: Open
logic 1: Closed to ground
= Wet contact logic 0: 0 ~ 3 Ve

logic 1: 10 ~ 30 Voo
= DI12~DI17 support 3 kHz counter input
= DI12~DI17 support 3 kHz frequency input

Digital Qutput
= Channels 18

= QOutput type Sink type, 30 Voc,
0.1A max. per channel
= D012~D017 support 3 kHz pulse output

ADAM-6360D

Specifications

Relay Output (PhotoMOS SPST)

= Channels 8 (Form A)

= Contact rating 1A@25°C @30 Ve
(Resistive and 0.7A@70°C @30 Ve
Inductive load)

= Relay-on time 1.3ms

= Relay-off time 0.8 ms

= |solation (Relay 1500Vrms

output to power)
= Peak Load Current
= Total Power
Dissipation
= On-state resistance 0.5Q

4A (100ms (1 pulse))
400mW / channel

Digital Input
= Channels 14
= Dry contact logic 0: Open
logic 1: Closed to ground
= Wet contact logic 0: 0 ~ 3 Ve

logic 1: 10 ~ 30 Ve
= DI8~DI13 support 3 kHz counter input
= DI8~DI13 support 3 kHz frequency input

Digital Qutput

= Channels 6

= Qutput type Sink type, 30 Voc,
0.1A max. per channel

= D00~DO05 support 3 kHz pulse output

Common Specifications

General

= Power input
= Power Consumption

10 ~ 30 Vioc

2.9W @ 24 Vpc (ADAM-
6317)

2.8 W@ 24 Vi (ADAM-
6350)

2.8 W @ 24 Ve (ADAM-
6360D)

2 x RJ-45 10/100 Mbps
2 x RJ-45 (LAN), Plug-in
screw terminal block (1/0

= LAN port
= Connectors

= Power Reversal Protection

and power)
= Watchdog System and Communication
= Protocol OPC UA, Modbus
Protection
= [solation 2,500 Ve

OPC UA

= Max Monitored ltems 600
(including all sessions)
4 (including security or
non-security session)
= Max Subscriptions per 1

Session
= Support security/certificate management

Modbus/TCP
= Modbus/TCP connection 4

= Max Sessions

Environment

= QOperating Temperature -25° C ~ 70° C
= Storage Temperature -25°C~85°C

= Operating Humidity =~ 20 ~ 95% RH
(non-condensing)
= Storage Humidity 0~95% RH

(non-condensing)

Ordering Information

= ADAM-6317-A1 OPC UA and Security
Remote 1/0 - Al
Module

OPC UA and Security
Remote 1/0 - DI/O
Module

OPC UA and Security
Remote I/0 - SSR
Relay Output Module

= ADAM-6350-A1

= ADAM-6360D-A1

AD\ANTECH loT OPC UA Ethernet I/0 Modules: ADAM-6300 series

All product specifications are subject to change without notice.
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Tento produkt muZete zakoupit u spolecnosti AutoCont IPC a.s.

AutoCont IPC a.s.

vas dodavatel primyslovych pocitact, komponent a specidinich pramyslovych IT systémd.
AutoCont .

a8 Uhlifska 1064/3, 710 00 Ostrava, Ceska republika

& +420552 301 002 @ www.autocont-ipc.cz

X obchod@autocont-ipc.cz

PRUMYSLOVE POCITACE POCITACE S DISPLEJEM i) AUTOMATIZACE A SBER DAT

m fanless embedded PC, do racku, ...

'| PERIFERIE A KOMPONENTY
monitory, kidvesnice, desky, Skrine, ...

=)

[®
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MEDICINSKA TECHNIKA
pocitace, tablety, LCD, kldvesnice, ...

b

DOPRAVA ZDARMA

PRODLOUZENA ZARUKA

panelové PC, termindly, do vozidel, ...

NOTEBOOKY A TABLETY
odolné, windows, android, IP65, ...

SOFTWAROVA RESENI

pro vyrobu, zameéstnance, kiosky, ...

ODMENA ZA VERNOST

E prevodniky, karty, moduly, switche, ...

-

INFORMACNI KIOSKY
interiérové, venkovni, ...

PREJIT DO E-SHOPU

eshop.autocont-ipc.cz

SERVIS ON-SITE A IN-TIME

K projektovym dodavkam nabizime
rozsifenou podporu a servis s garanci
vymény zafizenf do 48 hodin.

Pravidelni zakaznici u nas nakupuij
za nizsi ceny. Wse slevy se odvijf
od realizovaného obratu.

Zaruka 2 roky na vyradbéné pocitace

s moznostf jejiho prodlouZeni
aznabslet.

Doprava zdarma v CR a SR pfi
objednavce nad 10 000 K¢ bez DPH
nebo nad 400 EUR.
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https://goo.gl/maps/AdmtGqJjUdCPNA7F9
https://eshop.autocont-ipc.cz/kategorie-produktu/prumyslove-pocitace/
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