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An important novelty 1s also 1nnovat1ve cable management, so that the user can easily and at any time reach the connectors, connect only the cables that he really needs and that the cable connection has IP protection 

0 
Display 

15" TFT, 4:3, LED 
PCAP capacitive touch screen, 

multitouch screen, 
rezist1ve touch screen 

Resolution 

1024 X 768 px 

-@-
Communication 

interface 

Intel® Celeron J 1900 (QuadCore), 
3x USB, 2 x LAN, 

Intel® Celeron® 4305UE, 
Intel® Core™ i3-8145UE, 
Intel® Core™ i5-8365UE, 

4 x USB, 2 x LAN, 

RJ45 / R5232 /RS 422/ R5485 (optional)

CPU 

Intel® Celeron J 1900 (QuadCore), 
DDR3L - 4 / 8 GB (optional), 

Intel® Celeron® 4305UE, 
Intel® Core™ i3-8145UE, 
Intel® Core™ i5-8365UE, 

DDR4 - 8 / 16 / 32 / 64 GB (optional), 

256 GB / 512 GB 55D or M2 (optional) 

� 
Operating 
conditions 

Oto +40° C 
IP65 (entire computer) 

lustrabon plCtlles a,e used n ltts leaflet Featises and speoficatlons stated 11 ths 
leaflet can be� and Me notacorrm�tlJ,'thec�ELCOM 


